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(54) Title: TORQUE SUPPORT 

(54) Bczelchnung: DREHMOMENTSTOTZE 

(57) Abstract : The invention relates to a torque support 
on oil collecting receptacles (2, 2') in the region of the 
paired connection of spindle heads and roller joumals(l, 
1') in roll stands during the displacement thereof in a ver- 
tical and axial direction, respectively comprising a fixing 
point on die apper and lower oil collecting receptacles (2, 
2*). The novel torque suppoit comprises a single-piece 
strip (3) having a paiticulariy rectangular cross- section 
made of a bend-iesistant material, which is swinglngly 
connected on a vertical idane to the upper oil-collecting 
receptacle (2) on the upper end thereof by means of a 
joint (4) and which is slidingly guided along the vertical 
swinging plane in the r^on of the lower end (9) thereof 
in a positive-fit-conipatible recess (S) of a guide sliding 
member (6), whereby the distance diereof and the angle 
of inclination (A) thereof are modifiable. 

(57) Zn5wmTnynf«»«""g- Die Erfindung betrifEt eine 
Drehmomentstiitze an Olsanmielkasten (2. 2*) im 
Bereich dcr paarweisen Verijindung von SpindelkSpfen 
und Walzenzapfen (1, 1*) bei Walzgerflstcn bci deren 
Verstellung sowohl in vertikaler als auch in axialer 
Richtung. mit je einem Befestigungspunkl am oberen 
sowie am unteren Olsammelkasten (2, 2"). Die neue 
Drehmomentsttttze besteht aus ciner cinsttickigen 
Leiste (3) mit insbesondere rechteckigem (^eischnitt 
ans biegefestem Material, die am oberen Ende 
durch ein Gelcnk (4) in vertikaler Ebene pendelbar 
mit dem ob&en Olsammelkasten (2) veibunden ist 
and im Bereich ihres unteren Endes (9) in einer 
^ fonnschlttssig-kompatiblen Aosnehmung (5) einer 

FOhrangsknlisse (6) sowohl abstandsvefSnderlich als 
auch mit vcranderUchem Neignngswinkel (a) in der veitikalen Pendelebcnc gleitbar ^fUhit isL 



